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Epson TM-U295

Compact and versatile

Ideal for cheque and credit authorisation terminals, the TM-U295 is incredibly 
compact, while at the same time offering printing versatility. Capable of many 
font options, it offers four print sizes, and also has the ability to print text 
vertically as well as horizontally.

User-friendly

The TM-U295’s flatbed design makes paper insertion easy and quick. It also 
offers user-friendly features such as an easy-to-operate touch panel and an 
automatic paper eject function

KEY FEATURES



PRODUCT SPECIFICATIONS
FONTS & STYLES

Column capacity 35�cps / 42�cps

PAPER

Paper size 80�-�182�mm�(W)�x 69�-�257�mm�(H)

Copy capability two�copies plus one original

INTERFACES

Interfaces RS-232, Drawer kick-out

POWER

Power Supply PS-180 (option)

GENERAL

Product dimensions 180�x�191�x�102�mm�(Width x Depth x Height)

Product weight 1.6�kg

Color Epson Dark Gray / Epson Cool White

Noise Level Operation:�65�dB (A)

Installation horizontally

Interface connectors D.K.D. function (2 drivers)

Humidity Operation�30% - 85%, Storage�30% - 90%

Temperature Operation�5° C - 40° C, Storage�-10° C - 50° C

FONTS & STYLES

Print Speed 1.90�~�2.30�lps

Column capacity slip 35�cps / 42�cps

Character size 1.6�mm�(W) x 2.9�mm�(H) / 1.3�mm�(W) x 2.9�mm�(H)

Character set 95 Alphanumeric, 32 International, 128 x 4 Graphic

Characters per inch 13.5�cpi / 16.2�cpi

DATA BUFFER

Data Buffer 512�Bytes�or�35�Bytes

STANDARDS COMPLIANCE

EMC Standards CE marking

LOGISTICS INFORMATION

Dimensions Single Carton 235 x 279 x 190 mm

Carton Weight 1.9 Kg

Multiple Order Quantity 4 Units

Epson�TM-U295�Series

WHAT'S IN THE BOX

Main unit
User manual
Ribbon

SUPPLIES

Epson ERC27B Ribbon Cartridge for TM-U290/II, -
U295, M-290, black

� C43S015366

OPTIONAL ACCESSORIES

Epson PS-180

� C32C825341

Epson AC Cable

� 2020111

Epson AC Cable, UK cable

� 2093752

Epson AC Cable, EURO cable

� 2119140

Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners. 
Product information is subject to change without prior notice.

Telephone: 01952 607111 (UK)+ 
01 436 7742 (Republic of Ireland) 
E-mail: enquiries@epson.co.uk 
Chat: etalk.epson-europe.com 
Fax: 0871 222 6740 
+ Local call rate.

Web:      www.epson.co.uk 
               www.epson.ie

For more information please contact:


